
Phase 1 project that bid in 2012 contained both asphalt and concrete 
pavement alternates in the base bid. The bid documents stated a 
preference for the 5-inch concrete (overlay) bid alternate for the runway 
rehab, provided by FAA and local funding was available. The concrete 
option was the low bid and after the additive bids (and change orders) 
were included, the project grew 50% from the base bid. A total of about 
450,000 SF of pavement.

Phase 2 project that bid in 2016 contained only concrete pavement. 
Unlike phase 1 that bid in 2012, there wasn’t an asphalt alternate. 
Portions of TW “A” was resurfced with 5-inches concrete. Also, Taxiline 1 
was reconstructed with concrete. Additional available funds enabled the 
landside terminal parking to be overlaid with concrete. A total of about 
90,000 SF of 5-inch concrete and 6-inch concrete pavement.

Due to only smaller aircraft (<12,500#) using this airport, SCDOT 501 
spec was substituted for FAA P-501. The concrete strength requirement 
was changed from 650 psi (flex) minimum to 440 psi (compressive) 
minimum and the project savings enabled the additive bids to be 
incorporated into the final contract. For instance, the airside apron 
was changed from asphalt to concrete. After the asphalt layer(s) were 
removed, the in-situ soils were cement stabilized prior to the concrete 
placement.

Pilots that regularly use this airport have stated their appreciation for the 
enhanced visibility of concrete on their landing approaches.

PROJECT LOCATION: 
Laurens County, SC

PROJECT SIZE: 
540,000 Square Feet

PROJECT COMPLETION: 
April 30, 2017

OWNER: 
Laurens County

ARCHITECT: 
Andy Busbee, Michael Baker 
International

CONCRETE CONTRACTOR: 
McCarthy Improvement 
Company (McI)

CONCRETE SUPPLIER: 
Carolina Concrete
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Learn more at
www.crmca.com/strong


